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Solutions for excavators
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Bonfiglioli Riduttori, with the broad and 

diversified Bonfiglioli Trasmital product 

range, can fully meet the specifications of 

construction machinery manufacturers.

Bonfiglioli Riduttori offers solutions for 

mini-excavators and excavators with a 

specific range of gear units featuring 

axial pistons hydraulic motors.

These are suitable for machines weighing 

anywhere from 1.5 to 120 tons.

These products are the result of a 

partnership with Kayaba Industries CO., 

a leading manufacturer of hydraulic 

components. The products represent 

the best solution available today for the 

above-mentioned applications.

All the hydraulic and mechanical functions 

are incorporated into a single unit: 

powerdrive, operating and travel speed, 

hydraulic and mechanical emergency 

braking and overload prevention. The 

unit assures high reliability and excellent 

performance, smoothness in operation 

and also, due to its compact dimensions, 

very easy and economical installation on 

board of machines.

A vast range of customised solutions 

and extensive expertise in the industry, 

make Bonfiglioli the ideal partner for all 

manufacturers of construction machinery 

manufacturers.

Solutions for Earth Moving



4

Bonfiglioli Earth Moving
Drives for miniexcavators and excavators
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Track drive for miniexcavators
from 1 to 6 tons.

Integrated design will result into the best possible product 
combination.
Extreme compactness, lightweight, efficiency and smooth operation 
are the key features of the 700CK series track drives, powered by 
integrated axial piston hydraulic motors, developed in cooperation 
with KAYABA. 
Available for machines in the 1 to 6 Ton class range.

700CK
Track drive gearmotors

Type Output torque (Nm)

700 C2 K
700-2C2 K
701 C2 K
702 C2 K
704 C2 K 5000

3500
2500

1900
1200
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TYPE WEIGHT RATIOS MOTOR
TYPE

MOTOR
DISPLACEMENT

MAX
PRESSURE

MAX
OIL FLOW

ton 1: KAYABA cc/rev bar l/min

700 C2 K up to 1.5 32-34-37 MAG12V/12V 12 200 ÷ 220 10 ÷ 18

700-2C2 K 1.5 ÷ 2 36 MAG16V/18V 16-18 200 ÷ 225 20 ÷ 30

701 C2 K 2 ÷ 3 41-48-53 MAG18V 18 200 ÷ 225 30 ÷ 40

702 C2 K 3 ÷ 4 41-48 MAG18V/26V 18-26 200 ÷ 225 30 ÷ 45

704 C2 K 4 ÷ 6 41-46-48 MAG33V 33 215 ÷ 245 40 ÷ 60
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TYPE D1 D2 D3 D4 D5 D6 D7 D8 L1 L2 L3 L4 A-B T Ps

700 C2 K 175 155 140 140 155 175 M10x1.5 n°8 M10x1.5 n°8 202 45 93 40 1/4" 1/4" 1/4"

700-2C2 K 190 170 150 160 180 200 M10x1.5 n°8 M10x1.5 n°8 223 40 108 39 3/8" 1/4" 1/4"

701 C2 K 215 192 165 190 215 240 M12x1.75 n°9 M12x1.75 n°9 300 50 125 45 1/2" 1/4" 1/4"

702 C2 K 215 192 165 204 232 255 M12x1.75 n°9 M12x1.75 n°9 285 70 115 45 1/2" 1/4" 1/4"

704 C2 K 264 240 200 230 262 286 M14x2 n°9 M14x2 n°9 345 68 167 46 1/2" 3/8" 1/4"
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Track drive for miniexcavators
from 1.3 to 7 tons.

Integrated design will result into the best possible product 
combination.
Extreme compactness, lightweight, efficiency and smooth operation 
are the key features of the 700CK series track drives, powered by 
integrated axial piston hydraulic motors. 
Available for machines in the 1.3 to 7 Ton class range.

PGR
Track drive gearmotors

Type Output torque (Nm)

PGR 92
PGR 130
PGR 132
PGR 280
PGR 302
PGR 402
PGR 602

3000
2800

4000

1300
1300

1000

7000

NEW
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TYPE MOTOR 
DISPLACEMENT

HYDRAULIC 
MOTOR 
DRIVE (1)

MAX.
PRESSURE

MAX.
FLOW

2 SPEED 
CONTROL MIN. 

PRESSURE

PARKING 
BRAKE 

TORQUE

RATIOS WEIGHT APPROX. 
WEIGHT

OF MACHINE

Max/Min bar l/min bar Nm 1: kg ton

PGR-PGRF 130 50 up to 250 LS 140 25 6 25 3.28 - 4.26 - 5.75 22 1.8

PGR-PGRF 280 50 up to 315 LS 140 25 6 25 6.09 40 3

PGR-PGRF 92 17.85 - 8.7 HS 210 20 6 25 18.5 - 26.5 18 1.3

PGR-PGRF 132 17.85 - 8.7 HS 210 35 6 40 18.9 - 36.8 24 1.8

PGR-PGRF 302 17.85 - 8.7 HS 210 35 6 40 31.1 - 57.5 36 3.5

PGR-PGRF 402 29.0 - 11.8 HS 210 50 6 50 31.1 - 57.5 41 4.5

PGR-PGRF 602 36.4 - 16.7 HS 210 65 10 50 30 - 55 60 7

(1) LS = Low speed motor / HS = High speed motor

* Depend on motor version

TYPE D1 D2 D3 D4 D5 D6 D7 D8 L1 L2 L3 L4 A-B T Ps

PGR-PGRF 130 190 170 150 160 180 200 M10x1.5 n°8 M10x1.5 n°9 * 40 92 * * * *

PGR-PGRF 280 230 200 180 190 210 230 M10x1.5 n°8 M10x1.5 n°8 * 40 115 * * * *

PGR-PGRF 92 175 155 140 140 155 175 M10x1.5 n°8 M10x1.5 n°9 220 45 138 * * * *

PGR-PGRF 132 195 175 155 160 180 200 M10x1.5 n°8 M10x1.5 n°8 250 40 108 * * * *

PGR-PGRF 302 M 215 192 165 204 232 255 M12x1.75 n°9 M12x1.75 n°9 277 66 119 * * * *

PGR-PGRF 302 K 215 192 165 190 215 239 M12x1.75 n°9 M12x1.75 n°9 277 50 119 * * * *

PGR-PGRF 402 215 192 165 204 232 255 M12x1.75 n°9 M12x1.75 n°9 304 70 119 * * * *

PGR-PGRF 602 264 240 200 230 262 286 M14x1.75 n°12 M14x1.75 n°12 335 68 139 * * * *
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Slew drive for miniexcavators
from 1 to 6 tons.

Slew drives for excavator duty.
The 700TK series is the compact and yet powerful package for the 
slew drive of excavators up to approx. 120 ton class. 
The units are powered by integrated axial piston hydraulic motors, 
developed in cooperation with KAYABA and can be accommodated 
within the smallest space.
Wide choice of drive pinions, standard or to customer specs.

700TK
Slew drive gearmotors

Type Output torque (Nm)

700 T1 K-27
701 T2 K-27
703 T2 K-27 2000

1200
750






















